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Abstract 

A  major  component  in  validating  ion  propul- 
sion for  use on future deep space  and  earth 
orbital  missions  is  demonstrating that the en- 
gines  have sufficient service life  capability.  An 
8200 hour test of  a 30 cm  engineering  model 
thruster  operating at 2.3 kW has been com- 
pleted as part  of  a  ground test program to 
support the development  of the hardware  for 
the Deep Space 1 technology  validation  mis- 
sion. The  primary objectives of the test were 
to identify  any  previously  unrecognized  fail- 
ure modes, characterize the drivers  of  known 
failure  modes  and  measure the performance 
degradation  due to engine wear.  A  battery  of 
diagnostic  instruments  were  used to monitor 
engine wear  and  performance  during the  test, 
and a  detailed post-test analysis of the engine 
was conducted. The performance  degradation 
was  minimal  and the engine wear  in  general 
supports the conclusion that the technology 
has  a  very  long  service  life  capability. This 
paper  provides  an  overview  of the observed 
changes  in  performance  and  wear  characteris- 
tics. 

Introduction 

Xenon  ion propulsion is finally entering an age of 
application in NASA’s planetary program. A xenon 
ion primary propulsion system is one of the key tech- 
nologies being demonstrated on  Deep Space 1, the 
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first of the New Millenium  missions [l]. This space- 
craft was launched in October, 1998 and will  fly  by 
an asteroid in  1999 and two comets in 2001. Ion 
propulsion was considered an enabling technology for 
the ST-Li/Champollion comet rendezvous mission [2], 
which is slated for launch in 2003. In  addition, a num- 
ber of Discovery  mission proposals for small body ren- 
dezvous and Mercury orbiter missions  have  been sub- 
mitted in the last  three years. Solar electric propul- 
sion  is now considered a critical technology for  pro- 
posed  missions  in the 2005-2010 time frame such as 
Europa Lander, Neptune  Orbiter,  Saturn Ring Ex- 
plorer, Venus Sample Return  and Comet Nucleus 
Sample Return. 

NASA’s 30 cm xenon ion thruster technology  is  be- 
ing validated for  use in near-Earth  and  planetary mis- 
sions in the NASA Solar Electric Propulsion Technol- 
ogy Application Readiness (NSTAR) program. This 
program is designed to develop the industrial capabil- 
ity to produce flight engine, power  processor and pro- 
pellant feed system hardware and  demonstrate that 
the technology is mature enough for  flight applica- 
tions. The technology validation portion of the pro- 
gram is  focussed largely on providing flight program 
managers with sufficient information on performance, 
reliability and spacecraft interactions to allow them 
to use the technology. 

The technology validation involves a large ground 
test program concentrating on the characterization of 
engine performance as a function of time  and power 
level, specification of the engine and plume inter- 
actions with the spacecraft,  and understanding the 
dominant engine failure modes. The program in- 
cludes a number of long duration  tests to identify un- 
expected failure modes, characterize the parameters 
which drive known failure mechanisms and determine 
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the effect of engine wear on performance. In  the first 
test, 2000 hours of operation at the full power point, 
several potential failure mechanisms were  identified 
and  studied in subsequent shorter  duration develop- 
ment tests.  The effectiveness of design changes in 
essentially eliminating these failure modes was then 
validated in a 1000 hour wear test at the full  power 
point,  preparatory to  starting  an endurance  test for 
the full  8000 hour design life. In  this Life  Demon- 
stration Test (LDT), the most successful endurance 
test of a high  power  ion engine, a total of 8192 hours 
of operation were  achieved at the 2.3 kW full  power 
point before it was voluntarily terminated. A total of 
88 kg of xenon propellant was processed, producing 
a total impulse of 2 . 7 3 ~  lo6 Ns. In  this paper the en- 
gine performance changes that occurred over the test 
will be described along with engine wear characteris- 
tics. The potential failure modes and wear  processes 
are identified and the interaction of engine wear and 
performance degradation is discussed. 

Description of the Engine,  Facility  and  Test 
Conditions 

The Wear Test  Engine 

The endurance  test was conducted with the second 
Engineering Model Thruster  (EMT2), fabricated by 
the Glenn Research Center  (GRC)[3, 41. The dis- 
charge chamber of the 30-cm. diameter engine has 
a conical upstream segment and a cylindrical down- 
stream  portion. The magnetic circuit is a ring-cusp 
design with samarium-cobolt magnet rings located 
near the discharge cathode in the rear of the chamber, 
at  the transition between the conical and cylindrical 
segments and at the upstream end near the ion op- 
tics. The two-grid, molybdenum optics  and the hol- 
low cathode technology are derived from the 30-cm. 
mercury engine development program, although the 
cathodes incorporate improved heater  materials  and 
handling procedures developed  for the Space Station 
Plasma Contactor  Program. 

The flight engines fabricated by Hughes Electron 
Dynamics (HED)  incorporate several minor  design 
changes which are  not included in the EMT2 design. 
In the wear test engine the discharge chamber is fabri- 
cated from spun aluminum and  titanium  parts, while 
the flight  design  uses titanium for the entire discharge 
chamber. In  addition, the gimbal bracket has been 

changed  from stainless steel to titanium  and some 
of the discharge chamber components have lighten- 
ing  holes in the flight design. Grit-blasted wire  mesh 
which  covers the upstream, conical portion of the  dis  
charge chamber for  improved sputter containment in 
EMT2 has been extended to cover the downstream 
portion as well  in the flight design. Many of the com- 
ponents in the flight thruster  are being grit blasted 
to improve thermal  radiation  capability compared to 
EMT2. The flight  design  also  uses slightly stronger 
magnets which  have been thermally stabilized at a 
higher temperature.  In EMT2 the main cathode 
keeper assembly is attached to  the discharge chamber, 
while the flight design uses a brazed cathode-keeper 
assembly. These design changes have  been validated 
by analysis or test  and  are  not expected to negatively 
impact engine performance or wear characteristics. 

Vacuum  Facility  and  Support  Equipment 

The  test was conducted in a 3 m diameter, 10 m long 
stainless steel vacuum chamber pumped by three 1.22 
m diameter CVI cryopumps with a pumping speed of 
about 45-50 kL/s on xenon and 3 xenon cryopumps 
consisting of  0.69 m2 pure aluminum panels mounted 
on  Cryomech  AL200 coldheads with a pumping speed 
of about 18,000 L/s  each, for a total speed of 100 
kL/s. The development of the xenon cryopumps is 
discussed in more detail in [5]. This pumping system 
provides a no-load pressure of about 1-3x Pa 
(1-2x Torr)  and less than  5x  Pa  (4x 
Torr) at the full  power flow rates. Approximately 
every  1000 hours these pumping surfaces had to be 
regenerated, which exposed the engine to  an atmo- 
sphere composed primarily of xenon at a pressure of 
about 4000 Pa (30 Torr).  The  cathodes were purged 
during these exposures and reconditioned after sub- 
sequent pumpdown to high vacuum. These events 
were usually accompanied by a short  term  (about 6 
hour) increase in the high voltage recycle rate  and 
temporary increase in the neutralizer keeper voltage 
and coupling voltage, but otherwise appear to have 
no  long term effects on engine operation. 

To reduce the amount of facility material backsput- 
tered onto the engine, the walls and rear of the cham- 
ber are lined with graphite panels. The backsput- 
ter deposition rate, monitored with a quartz crystal 
microbalance (QCM) mounted next to  the engine in 
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the plane of the grids, was 0.16 mg/cm2khr or 0.7 
pm/khr. 

The propellant feed system used in the 1000 hour 
test [6] was  modified  for  use in this  test to include 
closed-loop flow control. This was accomplished by 
adding solenoid-driven micrometer valves in paral- 
lel with the manual micrometer valves  used in the 
previous test.  The manual valves provide a mini- 
mum purge flow during facility power outages and 
serve as a redundant flow control option in the event 
of a solenoid  valve failure. All flow control valves 
were mounted inside the chamber, so that all external 
gas fittings had  internal xenon pressures above atmo- 
spheric pressure to prevent leakage of air  into  the feed 
lines. The solenoid  valves  were driven by controllers 
with input signals from flow meters. This approach 
reduced the day-night fluctuations noted in the 1000 
hour test [6]. The flow system was still  subject to fluc- 
tuations of a few percent with a period of several min- 
utes, which produced corresponding variations in the 
discharge voltage and  current.  Initial calibrations of 
the flow meters using three different calibration stan- 
dards yielded results which agreed to within 1 per- 
cent. The flow meters were re-calibrated every 1000 
hours and the flow meter zeroes  were  checked every 
50-200 hours. Although the zero stability was  excel- 
lent, the flow meter response did systematically drift 
over the course of the  test.  The main flow meter re- 
sponse for a given flow increased by about 3.5 percent, 
while the cathode flow meter responses decreased by 
2 to 3 percent. This behavior is not unexpected in 
thermal mass flow meters and is most likely caused 
by changes in the  thermal contact of the heater and 
RTD elements due to thermal cycling. The periodic 
recalibrations were  sufficiently frequent to control the 
effect of this drift on the flow rate measurements. 

The first 2974 hours of the wear test were  con- 
ducted using a breadboard power  processing unit 
(BBPPU) built by the Glenn Research Center which 
is described in detail in [7]. The  test was continued 
using laboratory power supplies after the failure of 
the beam power supply in the BBPPU. These sup- 
plies are  the same used in the 1000 hour test [SI, al- 
though the accelerator grid power supply was  modi- 
fied to permit high voltage recycles with the discharge 
current reduced to 4 A  rather  than 2 A. 

Diagnostics 

A computer data acquisition and control system was 
used to monitor facility and engine conditions and 
control the power supplies. Data were sampled and 
stored to disk once every 4-5 seconds. The sys- 
tem was programmed to  turn off the engine if out- 
of-tolerance conditions in certain facility or engine 
paremeters were detected to allow unattended oper- 
ation.  This system recorded engine electrical param- 
eters measured to within f 0 . 5  percent with precision 
shunts  and voltage dividers and mean flow rates mea- 
sured to within f l  percent with the thermal mass 
flow meters. 

The  thrust was measured directly in the first 3100 
hours of the  test using a modified  version of the GRC 
inverted pendulum thrust  stand [8]. The  thrust  stand 
deflection, measured with a linear variable differen- 
tial  transducer (LVDT), was calibrated in-situ by a p  
plying small weights. Long-term drift in the  thrust 
stand response was on the order of 1 percent. At 
each of the measurements, conducted every 50-200 
hours, ten  thrust  stand calibrations were performed. 
Static friction in the  thrust  stand calibration mech- 
anism contributes an uncertainty  in the response of 
about f 0 . 5  mN. Additional uncertainties in the mea- 
surement of the LVDT voltage yield a total uncer- 
tainty in the  thrust measurement of about f l . 1  mN. 
At 3100 hours a failure in the closed  loop control of 
the  thrust  stand inclination left the  thrust  stand in- 
operable. 

The ion beam characteristics were measured with 
near- and far-field probes. The near-field probes in- 
cluded a 0.8 cm diameter molybdenum disk  used to 
monitor the beam current density and  a  tungsten wire 
loop  emissive probe used to measure the beam PO- 
tential  distribution.  These probes were mounted on 
an  arm that could be swung through the beam at 
distance of about 2.5 cm downstream of the ion  ex- 
traction system. The Faraday probe was  biased -20 
V with respect to facility ground to repel electrons. 
The emissive probe was heated to incandescence and 
the floating potential was measured to obtain a esti- 
mate of the beam potential.  A probe consisting of an 
array of rods mounted at the end of the chamber was 
used primarily to monitor the behavior of the thrust 
vector. This probe and  the measurement results are 
described in detail in [9]. 
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The double-to-single ion current  ratio was  moni- 
tored periodically with an  ExB probe mounted in 
the rear of the chamber. This ion velocity filter is 
described in more detail in references [6, lo]. The 
collimating slits on this probe permit ions emitted 
from a strip 3.1 cm wide extending across the entire 
face of the ion engine to be sampled, so the mea- 
sured current  ratio represents the integral of the cur- 
rent ratio  distribution across the  thruster. Charge 
exchange reactions in the beam also influence the ra- 
tio measurements, and the results reported here have 
been corrected for the attenuation of the two species 
by charge exchange reactions occurring between the 
source and  the probe. 

Measurements of the grid perveance limit and elec- 
tron backstreaming limit taken every 50-200 hours 
were  used to monitor changes in ion optics perfor- 
mance. The screen grid, which  is normally connected 
electrically to  the discharge cathode, was periodically 
biased 20 V negative of cathode  potential to measure 
the ion current collected by it. From these measure- 
ments the screen grid transparancy to ions  was  de- 
termined. The erosion pattern on the downstream 
surface of the accelerator grid was monitored with a 
laser profilometer mounted on a positioning system 
used to scan the laser sensor across the center por- 
tion of the grid and to move the apparatus  out of the 
beam when the engine was on. This in situ erosion 
monitoring system is described in more detail with 
measurements from the first 6500 hours of operation 
in [ll]. 

Test Conditions 

The power supply  setpoints (measured at the 
thruster)  and flow rates for the nominal full  power 
operating point are listed in Table (1) with the begin- 
ning of life  values of the dependent electrical and cal- 
culated performance parameters. These conditions, 
which match those of the 1000 hour test, were main- 
tained for  most of the endurance  test. Every 1000 
hours engine operation was characterized over the full 
power range at the six throttle points listed in Table 
(1). These do not correspond exactly to  the current 
NSTAR throttling profile, but  are used as standard 
test conditions to allow comparisons with previous 
data. Periodically other off-nominal operating condi- 
tions are  tested to guide development of the  throttle 

table or study particular phenomena, such as engine 
sensitivity to small variations in the controlled pa- 
rameters [12]. 

Engine Performance  During the Test 

The engine performance parameters that are of inter- 
est to mission designers are thrust  and propellant flow 
rate as a function of total engine power. The degra- 
dation in engine performance over time must also  be 
considered in trajectory analysis and mission plan- 
ning. The changes in these  parameters as well as the 
composite performance parameters, specific impulse 
and efficiency, at  the nominal and  throttled condi- 
tions will be discussed in this section. 

The  thrust  and power  for the nominal full  power 
operating point are  plotted as a function of run  time 
in Fig. (1). The calculated thrust is  based  on the 
measured beam current  and voltage, a constant value 
of 0.98 for the beam divergence correction and a cor- 
rection for multiply charged ions  based on a curve 
fit to centerline double ion current measurements as 
a function of propellant utilization efficiency in a 30 
cm, ring-cusp inert gas thruster[l3].  The uncertainty 
in the calculated values is on the order of f 2 . 1  per- 
cent. The agreement between the measured thrust 
and the calculated thrust is excellent over the first 
3100 hours, before the  thrust  stand levelling  mech- 
anism failed. The beam current  and beam voltage 
were maintained at  the nominal values  over  most of 
the  test.  The measured and calculated thrust de- 
creased slightly between 1000 and 2200 hours as the 
beam current dropped from 1.76 A to 1.75 A, how- 
ever. This was due to a software discharge current 
limit in the BBPPU which prevented operation above 
14  A.  Over this  time period this limit made it impossi- 
ble to maintain the beam current  setpoint. When the 
software was  modified at 2200 hours to permit higher 
discharge currents the beam current  and thrust re- 
turned to  the previous values. In general, however, 
the  thrust is quite  constant over the first 3000 hours, 
varying by f 1 mN about a mean of 92.7 mN. Al- 
though there  are no direct thrust measurements after 
the first 3000 hours, it appears that  the  thrust has re- 
mained essentially unchanged. The beam current and 
net accelerating voltage were set at k e d  values and 
the beam diagnostics discussed  below and in  reference 
[14] suggest that  the double-to-single ion current ra- 
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Controlled Parameters 
Beam Supply Voltage, V 
Beam Current,  A 
Accelerator Voltage, V 
Neutralizer Keeper Current,  A 
Main  Flow Rate, sccm 
Cathode Flow Rate, sccm 
Neutralizer Flow Rate, sccm 
Dependent Parameters 
Beam Voltage, V 
Accelerator Grid  Current, mA 
Discharge Voltage, V 
Discharge Current,  A 
Neutralizer Keeper Voltage, V 
Coupling Voltage, V 
Power, kW 
Performance 
Thrust, mN 
Specific Impulse, s 
Efficiency 
Discharge Loss, eV/ion 
Propellant Efficiency 

Nominal 
Test Point 

1100 
1.76 
-180 
1.5 

23.7 
3.7 
3.0 

1088 
8.6 
25.1 
12.8 
14.3 

-13.4 
2.32 

92.6 
3170 
.63 
173 
0.89 

Throttle Points 
1 2 3 4 5 6 

1100 1100 1100 1100 1100 650 
1.76 1.59 1.26 1.01 0.66 0.54 
-180 -180 -180 -180 -150 -150 
1.5 1.5 1.5 1.5 1.5 1.5 

23.2 21.6 16.8 12.5 8.0 6.0 
3.0 2.5 2.1 2.1 2.1 2.1 
3.0 2.5 2.1 2.1 2.1 2.1 

1091 1092 1096 1091 1093 634 
9.4 7.1 4.6 3.2 1.7 1.5 

26.0 26.0 25.5 26.0 27.1 27.9 
11.8 10.4 9.1 8.1 5.3 4.8 
14.2 14.7 15.7 17.1 19.4 21.2 

2.27  2.05  1.66  1.35 0.90  0.51 
-13.8  -14.2  -14.2  -14.2  -13.9  -13.6 

92.5 83.8 66.9 52.8 34.8 21.6 
3300 3290 3330 3300 2900 2200 
0.66 0.65 0.65 0.64 0.56 0.45 
174 170 182 209 215 247 
0.94 0.92 0.94 0.97 0.91 0.93 

Table 1: Independent engine parameters  and beginning-of-life dependent parameters  and performance values 

tio  and the beam divergence remained constant. The 
behavior of the  thrust vector over the course of the 
test is discussed in [9]. 

The power required to maintain  this  operating 
point increased over the course of the  test from 2290 
W to 2320 W. Most of this increase occurred over the 
first 3000 hours,  and is due primarily to increases in 
discharge power, as discussed below. 

Thrust measurements taken over the entire  throt- 
tling range at the beginning of the  test are shown 
with calculated beginning-of-life thrust in Fig. (2). 
The difference between the measured and calculated 
values  is  less than 1 mN. The calculated thrust was 
essentially constant as a function of time, because the 
engine operating conditions which enter the  thrust 
calculation were controlled. The double ion  con- 
tent for the three lowest  power  levels increased with 
time, which could cause a decrease in thrust of up 
to 1 percent, when the ratios of double-to-single  ion 
current integrated over a  thruster  diameter  are cor- 

rected to average ratios using the method discussed 
in [15]. The  thrust vector probe indicated that  the 
beam divergence did not changed dramatically. The 
true  thrust is therefore likely to have remained near 
the calculated values. The power required to deliver 
that  thrust increased with time over the whole throt- 
tle range, however, as the line of calculated thrust  at 
8192 hours in the figure demonstrates. 

The propellant flow rates for the nominal operat- 
ing point are shown in Fig. (3). The main and  cath- 
ode flows  were set to  the nominal values  for the entire 
test, except for a 100 hour period at about 3700 hours 
when a test at lower  flows  was conducted (referred 
to as the “100 Hour PAT Test” on subsequent fig- 
ures). The neutralizer flow was constant until about 
7000 hours, when it was raised to 3.6 sccm to match 
the value  chosen  for the NSTAR  flight thruster.  The 
main and  cathode flows  were the same for all of the 
throttling  tests,  but the neutralizer flow had to be 
increased at the lowest  power  levels to prevent plume 
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Figure 1: A comparison of measured and calculated thrust and total engine power requirements. 
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Figure 2: Comparison of measured and calculated thrust for the  throttle  test points. 
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Figure 3: Flow rate history for the full power operating  point. 
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Figure 4: Neutralizer flow rates used in the  throttling  tests. 

7 



mode operation, as shown in Fig. (4). 
The specific impulse and engine efficiency  for the 

full  power point are shown in Fig. (5). The Isp is  es- 
sentially constant because the  thrust  and flow rates 
are controlled at fixed values. It drops only  when 
the neutralizer flow is increased at 7000 hours. The 
efficiency drops at this point too,  but also decays dur- 
ing the first 3000 hours due to  the increasing engine 
power demands. The increase in power  for a given 
thrust reduces the efficiency  even more at the lower 
power operating  points, as shown in Fig. (6). The 
efficiency  losses are less than 1.5 percentage points 
for all but  the lowest  power  level, at which a loss of 
4 percentage points occurred. This is due in part 
to  the higher neutralizer flows required at the lowest 
power, although this represents only about 0.9 per- 
centage points of the  total 4. As with the nominal 
full  power test  point, the efficiency decline is mainly 
due to increased discharge power requirements. 

Analysis  of  Component  Performance  and 
Wear 

Discharge  Cathode  Assembly 

The performance of the  cathode is  defined by its abil- 
ity to ignite reliably and  supply electrons to  the main 
discharge with a relatively low voltage. The perfor- 
mance of the cathode  during the  test will first be 
reviewed, then the results of post-test analysis of the 
cathode state will  be presented. 

Behavior  During  the  Test. A total of 141 attempts 
to ignite the  cathode were made during the LDT  and 
in testing prior to  the  start of the wear test.  The 
cathode failed to ignite after the first heat cycle  on 
two  occasions. The first was immediately after recon- 
ditioning the cathodes following a cryopump regener- 
ation.  In  this case the cathodes were inadvertantly 
conditioned initially at 8.5 A instead of the nominal 
3.85 A normally used in the low heat phase. The 
discharge cathode  lit successfully  on the second heat 
cycle and performed normally thereafter. The sec- 
ond ignition failure occurred when the cathode was 
heated at 4 A instead of the nominal 8.5 A for part 
of the 210 s heating cycle. After an  additional heat- 
ing  cycle at the correct heater  current the discharge 
ignited properly. 

The discharge current for the nominal operating 
point climbed  from 13 A to 15.2 A as shown  in 

Figure 9: Photograph of the discharge cathode as- 
sembly in the discharge chamber. 

Fig. (7). The discharge voltage dropped from 24.4 to 
23.6 V, which is remarkably low for such an efficient 
thruster. These same general trends were  observed at 
the  throttled conditions as well. These data show  no 
evidence of cathode performance degradation during 
the  test.  In  this  thruster the cathode keeper electrode 
is tied to  the anode  through a 1 kohm resistor, so it 
acts as an ignitor electrode and  then draws about 
20 mA during  steady state operation. The poten- 
tial of the keeper relative to  the cathode is plotted 
with the discharge voltage in Fig. (8). The voltage is 
sensitive to  the local plasma density, electron temper- 
ature  and potential. It is  always positive at the full 
power point,  but decreases as the discharge voltage 
decreases. At the minimum power point the keeper 
voltage can actually be slightly negative with respect 
to  the cathode,  perhaps because of a higher electron 
temperature. 

The cathode assembly component isolation was 
checked periodically throughout the test  and showed 
little or  no  leakage current across the insulators. 

Wear  and  Material  Deposition  Sites. The cathode 
is subject to ion bombardment from the discharge 
chamber plasma and  has in  some previous tests ex- 
perienced  severe  erosion [16]. Post-test analysis fo- 
cused on identifying the wear and deposition sites 
and the sources of energetic ions.  An  overall  view 
of the cathode assembly is  shown in Fig. (9). The 
discharge cathode was  disassembled and the individ- 
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Figure 5: Specific impulse and efficiency  for the nominal operating  point. 

0 2000  4000 6000 8000 
LDT  Run  Time  (Hours) 

Figure 6: Efficiency as  a function of time  and power  level  for the  throttle  test points. 
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Figure 7: Discharge current  and voltage for the nominal operating  point. 

Figure 8: Variation of the discharge cathode keeper voltage and discharge voltage with time. 
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Figure 11: Photograph of the discharge cathode ori- 
fice plate after 8192 hours of operation. 

ual components were examined in  a scanning elec- 
tron microscope (SEM) using secondary electron and 
backscattered electron imaging and energy dispersive 
spectroscopy for composition analysis. The primary 
wear sites included the keeper  orifice plate, the cath- 
ode orifice plate,  and the downstream surface of the 
keeper  flange. 

The only significant erosion occurred on the down- 
stream surface of the molybdenum keeper  orifice 
plate. Figure (10) shows a cross section of one half of 
the orifice plate which  was originally 1.52 mm thick. 
The maximum eroded depth was 32 to 36 percent of 
the  total thickness on the two sections examined. In 
addition, the downstream end of the orifice has been 
significantly chamfered. The original 4.75 mm diam- 
eter has increased by 18 percent to 5.59 mm. The 
upstream diameter is 4.65 mm, slightly less than  the 
pretest value. The upstream face and  the upstream 
half of the orifice are  sites of net deposition, as can be 
seen  in the cross section. The upstream deposits are 
up to 50 pm thick at the upstream edge of the ori- 
fice and  are composed primarily of tungsten. Traces 
of barium, calcium and molybdenum were  also found 
on the upstream face. The keeper  orifice plate-to- 
keeper tube weld  was eroded slightly on the down- 
stream side, but was still  structurally sound. 

The downstream face of the cathode orifice plate 
has been textured by sputter erosion as shown  in 
Fig. (11) The inner,  darker zone  is slightly more  heav- 

Figure 12: Cross-section of the discharge cathode ori- 
fice plate. 

ily textured  and has a diameter of 4.78 mm, almost 
exactly the same as the keeper  orifice diameter. A 
cross section of the  cathode orifice plate is  shown in 
Fig. (12). The downstream surface texturing has not 
appreciably changed the plate thickness. The down- 
stream  diameter of the orifice chamfer is also the same 
as the  pretest specification. The orifice diameter is 
0.94 to 0.96 mm, which  is slightly less than  the pre- 
test value of 1.00. The upstream face appears to have 
some eroded areas near the entrance to  the orifice, 
but  there is  also evidence of net deposition, which 
was  also noted after a long duration test of a plasma 
contactor cathode (171. The upstream face of the ori- 
fice plate is covered with fine tungsten crystals which 
form a solid  film at the entrance to and inside the ori- 
fice. Barium was also detected on this surface. The 
weld on the side of the cathode orifice plate shows  no 
signs of damage. Overall, the erosion of the cathode 
orifice plate is minimal. 

The downstream face of the stainless steel keeper 
flange  which  is  welded to  the tantalum keeper tube 
has a shiny inner ring and a matte finish on the outer 
periphery. SEM exams of the inner ring reveal tan- 
talum deposition and a sparse collection of sputter 
cones  on eroded stainless steel. The outer ring has 
a much denser collection of sputter cones,  which  is 
what produces a dull finish.  Many of the cones  have 
tantalum  and molybdenum deposits on the tips. The 
damage to this component is negligible. 
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Figure 10: Cross-section of the discharge cathode keeper  orifice plate. 

Figure 13: Six  zones  on the interior of the discharge 
cathode  insert. 

Insert  Characterization. The cathode insert was 
removed and  fractured in order to characterize the 
emitter surface. Six distinct zones found along the 
axis of the insert are identified in Fig. (13). A region 
about 2 mm  long at  the downstream end of the in- 
sert tube was densely covered with fine tungsten crys- 

Figure 14: Photograph of the discharge cathode in- 
sert showing crystals forming near downstream end. 

tals  and a less dense covering of much larger crystals, 
as shown in the photomicrograph in Fig. (14). This 
coating did not  appear to completely cover the virgin 
surface of the impregnated insert and regions with 
barium deposits were found in this zone. A 2 mm re- 
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gion upstream of the first zone  was also covered with 
the small crystals  and some large ones, but had very 
little barium on the surface. A third region about 
1.7 mm  long upstream of that had a surface simi- 
lar to a new sintered insert with some of the smaller 
crystals. This region also had some barium deposits 
in the matrix.  A region about 5.3 mm  long in the 
center of the insert tube was  composed of a sintered 
porous tungsten  matrix  with very little evidence of 
barium. The surface of a fifth region about 3.7 mm 
long near the upstream  end of the insert was almost 
completely covered with a coating containing barium, 
calcium, aluminum and oxygen-presumably the orig- 
inal impregnate  material. The upstream  end of the 
tube was primarily the tungsten  matrix  with isolated 
patches of barium, calcium, aluminum and oxygen in 
the pores. 

The fracture surfaces were also examined and  a re- 
duced barium content was found in layers ranging 
from 45 to 135 pm thick on both the inner and  outer 
surfaces of the insert tube. A  substantial  amount of 
the impregnate was found on the inner surfaces of the 
cathode tube which had been in  contact  with the in- 
sert. Apparently the impregnate diffuses out of any 
free surface during  operation. Deposits of the impreg- 
nate  material were also found in the upstream  end of 
the cathode tube where it is joined to  the insulator. 
This  area is probably considerably cooler than  the 
downstream regions, so material evaporated from the 
insert tends  to condense there. 

Condition of Joints and Insulators. As mentioned 
above, the  structural integrity of the weld joints was 
not  threatened in this  test.  The metal-to-insulator 
braze joints did not  appear to be as sound,  but  a de- 
tailed analysis was not performed because the braze 
process  was  improved after the fabrication of this 
thruster.  The  primary  insulator between the cath- 
ode tube  and  the anode  had a metallic deposit on 
the downstream surface that may  have  come  from 
material in the braze joints. The insulator design  in- 
corporated a groove  for shadow-shielding, which suc- 
cessfully prevented shorting. 

Neutralizer  Cathode 

The neutralizer cathode performance is evaluated in 
terms of its ignition reliability and ability to effi- 
ciently supply electrons to neutralize the beam. The 

neutralizer was subjected to  the same kind of analy- 
ses as the discharge cathode  after  the  test. 

Behavior  During  the  Test. A total of 139 neutral- 
izer ignitions occurred prior to and  during the  test. 
The neutralizer never  failed to ignite on the first at- 
tempt with the 650 V ignitor pulses from the BBPPU 
or with the 40 VOC capability of the laboratory sup- 
ply  used  for the last part of the  test. 

The neutralizer keeper voltage and  the magnitude 
of the coupling voltage (which  was  always negative 
with respect to facility ground) for the nominal oper- 
ating point with a keeper current of 2.0 A  are shown 
in Fig. (15). These voltages show the same basic  be- 
havior. Although there  are  transient increases as- 
sociated with the exposure to residual gases during 
pump regenerations and subsequent reconditioning, 
the overall trend is decreasing. This is indicative of 
improving emitter surface conditions. Similar behav- 
ior  was  seen at the  throttled conditions as well. 

The neutralizer operation as a function of  flow rate 
was characterized periodically over the entire  throt- 
tling range to monitor changes in the flow rate mar- 
gin. A  certain minimum flow rate  and  total emis- 
sion current  are required to prevent plume mode  op- 
eration, which  is characterized by somewhat higher 
keeper voltages and much higher amplitude keeper 
voltage oscillations. Plume mode operation under 
certain conditions can greatly increase neutralizer 
wear rates.  The flow rate boundary between stable 
spot mode operation  and plume mode for the neutral- 
izer operating in diode mode with no beam current is 
shown  in Fig. (16). These data show that  the transi- 
tion flow rate increased with time,  with the largest in- 
crease occurring in the first 1450 hours. Similar  mag- 
nitude changes occurred at  the other  throttle points 
as well, although no single event during  this  time pe- 
riod could be identified that might have  caused this 
deterioration. The transition flow rates measured at 
the end of the  test are  plotted as a function of beam 
current in Fig. (17). The current NSTAR throttling 
table is  also plotted to show the flow rate margin. 

Periodic measurements of the neutralizer assembly 
isolation showed increasing leakage current from the 
neutralizer keeper to  the plasma screen. The final  im- 
pedence was about 130 kohms,  which was sufficient 
for proper neutralizer operation.  Post-test examina- 
tion showed that  the leakage current was through  thin 
films of carbon back-sputtered from the beam target 
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Figure 16: Flow rates required to maintain spot mode operation  with  no beam current. 
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Figure 17: Margin between the NSTAR neutralizer flow rates  and the transition from spot to plume mode. 

onto some fiberglass sleeving used on the neutralizer 
wiring. 

Wear and Material  Deposition  Sites. The neutral- 
izer cathode was also disassembled and examined for 
signs of wear and  material transport.  The only  sig- 
nificant  wear site was the neutralizer cathode ori- 
fice,  shown in cross section in Fig. (18). The u p  
stream orifice diameter is essentially unchanged from 
the pretest value of 0.280 mm, while the downstream 
end of the orifice has increased by 70 percent to 0.48 
mm. The surface of the chamfer is heavily textured 
from  ion bombardment,  but no significant dimen- 
sional changes have occurred. Small tungsten de- 
posits up to about 10 pm in diameter were found 
inside the orifice near the upstream  entrance. The 
upstream face of the orifice plate showed  no signs of 
erosion, although a ring of barium deposits was found 
around the orifice. There was only slight surface tex- 
turing on the downstream face of the cathode orifice 
plate  and no damage to  the weld  between the plate 
and the  cathode  tube. 

The neutralizer keeper electrode also experienced 
very little wear. The downstream face and weld  show 
no  evidence of sputter damage. The upstream face of 

Figure 18: Cross-section of the neutralizer cathode 
orifice plate. 
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the molybdenum keeper has  a  thin deposit of tung- 
sten around the orifice  which must have  come  from 
the neutralizer orifice. A portion of the  tantalum 
keeper tube was exposed to high angle beam ions and 
shows  some surface texturing,  but no significant mass 
loss. 

Insert  Characterization. The neutralizer insert was 
fractured to examine the interior emitting surface 
where distinct zones  were  also found. In  this case 
they were distinguished primarily by the composition, 
not the microstructure. The entire interior surface 
still consists mostly of the original sintered tungsten 
matrix. The only tungsten deposits were found in 
a zone near the upstream  end  and  they consisted of 
tiny crystals on the order of a  pm in diameter on the 
sintered tungsten particles. The surface of a region 
about 1 mm  long at the downstream end of the in- 
sert  tube consisted of the tungsten  matrix with very 
little barium. A second region  5.5-6.5  mm  long u p  
stream of that consisted of the  matrix with isolated 
patches10-30 pm in diameter that contained primar- 
ily barium.  In the center section of the cathode insert 
the surface was mostly porous tungsten with little 
evidence of barium containing compounds. The up- 
stream end of this region  is where the  tiny crystals 
were found. The  matrix  at  the upstream  end of the 
insert contained large amounts of material consisting 
of barium, calcium and oxygen, although the region 
where the insert was brazed to a molybdenum ring 
at  the end contained less barium compounds. 

Condition of Joints and Insulators. No deteriora- 
tion was found on any of the welds or brazes or on 
the insulators in the neutralizer assembly. 

Ion Optics 

A number of ion optics performance parameters were 
measured periodically during the  test  at  the nomi- 
nal and  throttled  operating points. After the test  the 
grids were examined for signs of wear, including sec- 
tioning and detailed SEM measurements of erosion 
site geometry. 

Behavior  During  the  Test. The beam current den- 
sity and  potential  distributions measured about 2.5 
cm downstream of the exit plane are shown  in  figures 
(19) and  (20).  The beam current density distribu- 
tion is strongly peaked on the centerline and drops 
sharply 1-2 cm in radially from the periphery of the 

hole pattern.  These profiles did not change  signif- 
icantly over the  test  and yield average flatness pa- 
rameters ranging from  0.32 at the minimum  power 
point to 0.46 at full  power. The peak beam potential 
ranges from  3.2 to 4.9 V, and is largest for inter- 
mediate power  levels. Both  distributions show peak 
offsets  from the thruster centerline. This phenomena 
was quite  repeatable  and evidently represents a true 
deviation from axisymmetry in the beam. 

Accelerator grid impingement current as a function 
of operating  time for the nominal point and the six 
throttle points is displayed in Fig. (21). After an ini- 
tial  transient lasting about 1500 hours, the current 
was stable for all power  levels. Transients in the de- 
tailed data for the nominal point include one period 
of operation at a higher tank pressure starting  about 
700 hours and episodes where carbon flakes spalling 
from the accelerator grid temporarily  shorted it to 
the plasma screen, which was floating. 

The perveance limit continuously decreased for all 
operating points, as shown in Fig. (22). This behav- 
ior  in  itself  is not threatening because it increases the 
voltage margin over time. The electron backstream- 
ing limit also varied continuously over the course of 
the  test, as Fig. (23) shows. In  this case the margin 
decreases with time. The margin at the end of the 
test is shown in Fig. (24), which displays the electron 
backstreaming limit data from the end of the  test and 
the accelerator grid operating voltages. The screen 
grid transparency showed a similar monotonic change 
with time. The measurements plotted in Fig. (25) 
show about a 2-2.5 percentage point decline in the 
transparency at the high  power and minimum  power 
points and somewhat smaller changes at intermedi- 
ate power  levels. The high voltage recycle rate varied 
from about 1-2 per hour in  this  test.  This is similar 
to other ground tests, although recent data from the 
DS1  flight  show a recycle rate in space that is  much 
lower [l].  The higher ground recycle rate may be due 
to higher pressures in the vacuum facility or the pres- 
ence of contaminants back-sputtered from the beam 
target. 

Wear and  Material  Deposition on  the Accelerator 
Grid. 
The  total mass loss of the accelerator grid in this  test 
was 10.81 g. Post-test measurements showed that 
the grid thickness had  not changed significantly. The 
wear  was distributed between  two main sites: the 
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Figure 19: Beam current density  distribution for the six throttle  points. 
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Figure 20: Beam potential measurements for the  throttle  test  points. 
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Figure 21: Accelerator grid impingement current  time history for the nominal and  throttle  test points. 
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Figure 22: Perveance limit for the nominal and  throttle  test points. 
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Figure 23: Electron backstreaming limit for the nominal and throttle  test points. 
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Figure 24: Electron backstreaming voltage margin at the end of the  test. 
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Figure 25: Screen grid transparency for the nominal and throttle  test points. 

Figure 26: Major erosion and deposition sites on the 
accelerator grid. 

walls of the  apertures  and  the “pits  and grooves” pat- 
tern on the downstream face. The image in Fig. (26) 
shows the pits  and grooves pattern  and  a region of 
net carbon deposition around each aperture. The 
carbon is back-sputtered from the beam target  onto 

the engine, although the impingement current den- 
sity is evidently sufficiently  high  in pits  and grooves 
to prevent net deposition. This figure also shows two 
measurement paths. Path A-A and B-B were  used 
as scan paths for the laser profilometer to character- 
ize the erosion pattern in situ over the course of the 
test. After the  test  the grid was sectioned into small 
grid bits, which  were then polished along these cuts 
to produce cross-sections of the erosion pattern  that 
could be measured in an SEM. Figure (27) shows one 
of these cross-sections through B-B near the center 
hole. A cut along a  diameter of one of the apertures 
shown in Fig. (28) clearly reveals the extent of aper- 
ture wall  erosion near the center, of the grid. In  this 
case the cusps that normally extend  into the aper- 
ture formed in the 50:50 photoetch process  have  been 
completely removed. 

Time-resolved data from the profilometer were  pre- 
sented in reference [ll]; in this  paper the final set of 
profilometer data taken at the end of the  test will 
be compared with the SEM measurements. The pit 
depth as a function of radius is plotted in Fig. (29). 
The two measurement techniques are in  excellent 
agreement and show that  the pit depth peaks off-axis 
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Figure 29: Pit depth as  a function of radius on the accelerator grid. 
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Figure 27: Cross-section of the accelerator grid  show- Figure 28: Cross-section of the accelerator grid show- 
ing the  pits  and grooves erosion pattern. ing erosion  on the  aperture wall. 
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at about 4 cm. Comparison with the beam  current 
density profile reveals that  the pit erosion magnitude 
drops more rapidly radially than  the current density. 
The time-resolved profilometer measurements proved 
that  the pit erosion rate is constant over time. 

The bridge depth,  or minimum groove depth, plot- 
ted in Fig. (30) shows excellent agreement between 
the SEM and profilometer measurements. The bridge 
depth also peaks off-axis and drops at about  the same 
radial position as the beam current density. The pro- 
filometer data in Ill] also showed a constant bridge 
erosion rate.  The groove width measurements from 
the SEM agree well with  the last  set of profilometer 
measurements and suggest that  the width is constant 
with radius, as shown in Fig. (31). However,  weighted 
mean values of the profilometer data over the course 
of the  test suggest that  the groove width increases 
with  radius as seen in previous tests [18]. The defi- 
nition of the groove width in both measurements is 
somewhat arbitrary, so the differences  may be within 
the uncertainty. These data indicate that  the fraction 
of the webbing surface subject  to erosion in the pits 
and grooves pattern is 0.41 in good agreement with 
previous measurements on  NSTAR thrusters [6]. 

The volume of the  pits  and grooves  was estimated 
from the profilometer and SEM data  to obtain  an es- 
timate of the mass loss in these sites. This calculation 
yielded a value of 4.7 g, or about 43 percent of the 
total measured mass loss. 

The  aperture  diameters were measured using  preci- 
sion ground pins with 0.013 mm accuracy and on the 
cross-sections with the SEM to within  about 2 per- 
cent. These measurements are compared in Fig. (32). 
The agreement is  good  over  most of the grid radius 
except from about 5 to 7 cm and 12 to 12.5 cm, where 
the measurements diverge. The pin measurements 
were  used to estimate the overall open area fraction 
of the grid at  the end of the  test. It apparently in- 
creased  from a pretest value of 0.24 to 0.28, a 17 
percent change in 8200 hours. These data were also 
used to estimate the  total mass loss  on the hole  walls 
using a model  for the geometry of mass removal  which 
is discussed in [2]. The calculation yielded a value of 
5.2 g. The sum of the estimated mass loss in the 
holes and  on the downstream surface is 9.9 g, which 
agrees with the measured mass loss to within about 
10 percent. These estimates suggest that  the mass 
loss  is split about equally between these two  erosion 

Figure 33: Cross-section of the screen grid showing 
regions of erosion and net deposition. 

sites. 
Wear and Material  Deposition  on  the  Screen  Grid. 

The screen grid gained 0.73 g over the course of the 
test.  The screen grid was  also sectioned, and SEM 
examinations revealed a slight chamfering of the u p  
stream inlet to  the apertures in the grid center and 
sites of net deposition on  the downstream surface, as 
shown in Fig. (33). The maximum depth  the cham- 
fer penetrates  into the webbing and the width of the 
chamfer ring around the hole are  plotted  in Fig. (34). 
These data were  used to estimate  a total mass loss of 
about 0.23 g in this erosion site. Some of the screen 
grid bits were potted  and carefully polished to obtain 
good  images of the deposits. Thicknesses measured 
from these photomicrographs are  plotted in Fig. (35). 
The deposits at the cusp reduce the diameter of the 
screen grid apertures by up to 2 percent, as shown 
in Fig. (36). Composition analysis in the SEM  re- 
vealed that these deposits are molybdenum eroded 
from the accelerator grid apertures. These data were 
used to calculate a total of about 1.6 g of material 
deposited on the screen grid surfaces, yielding a net 
mass gain estimate of 1.37 g .  This suggests that up 
to 31 percent of the mass removed from the acceler- 
ator grid apertures is deposited on the screen grid, 
which  seems unreasonably high. The estimated net 
mass gain is about two times higher than  the mea- 
sured value, so the discrepancy is mostly likely due 
to an overestimate of the deposited mass. 
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Figure 30: Bridge depths as a function of radius on the accelerator grid. 
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Figure 31: Variation in the width of the groove  erosion  on the downstream surface of the accelerator grid. 
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Figure 32: Post-test measurements of the accelerator grid aperture  diameters. 
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Figure 34: Chamfer dimensions measured from  screen grid cross-sections. 
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Figure 35: Thickness of molybdenum deposits on the downstream surface of the Screen grid. 
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Figure 36: Effect of screen grid deposits on hole area. 
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Discharge  Chamber 

Two measures of discharge chamber performance 
were monitored periodically during the test-the ion 
production costs and the double ion production rate. 
These trends  and  post-test observations of potential 
life-limiting phenomena will be discussed here. 

Discharge  Chamber  Performance. Increases in the 
ion production cost dominate the engine total power 
increase which lead to  the performance degrada- 
tion discussed  in a previous section. The discharge 
losses  for the various operating points are  plotted in 
Fig. (38). The greatest increase in beam ion produc- 
tion cost  was experienced at the lowest  power  level. 
This curve also shows the largest scatter in the me* 
surements, a consequence of increased sensitivity to 
small flow rate variations [14]. The  ratio of double to 
single  ion current is shown  for the nominal and  throt- 
tle  test points in Figures (39) and (40). The increase 
in double ion content could result in a slight loss in 
thrust at the lower  power  levels, but  these  trends  are 
of interest primarily because of the impact  on  internal 
erosion rates. The double-to-single ion current  ratio 
for the nominal power  level  was nearly constant  and 
relatively low.  At the higher throttle  test points the 
ratio increases over the first half of the  test  and  the 
values are much larger, a consequence of operating at 
a higher propellant efficiency. 

Post-Test  Inspection of the  Discharge  Chamber. 
The post-test analysis focused on characterizing the 
composition and size of sputter-deposited films and 
spalled flakes in the discharge chamber and identify- 
ing any changes in internal magnetic field strength. 
Very  few loose  flakes  were found in the discharge 
chamber after the  test. Those that were  discovered 
varied in thickness from 2-12 pm  and were  composed 
of molybdenum, stainless steel  and  tantalum. Sam- 
ples  were laser-cut from the walls of the discharge 
chamber and sectioned to measure the thickness of 
adherent films. These were found to be  only 2-5 pm 
thick and  appeared to be  very well bonded to  the 
internal mesh and grit-blasted surfaces. These films 
were  composed primarily of molybdenum and  stain- 
less steel. The internal magnetic field peak value  was 
found to be  the same as the initial specification, so 
it  appears that  the magnets did not degrade at the 
engine operating  temperatures. Detailed azimuthal 
maps of the magnetic field did reveal an interesting 

asymmetry, however. The variation in magnetic field 
near the downstream magnet ring shown  in Fig. (41) 
could  have resulted in an asymmetric plasma distri- 
bution and caused some of the  other asymmetries 
noted above. 

Discussion 

The Life Demonstration Test has provided a wealth 
of information on ion engine wear  processes and  their 
effect on engine performance. Some of the important 
conclusions  will be discussed in  this section. 

Wear Processes  and  Component  Degradation 

Discharge  Cathode  Failure Processes. The dis- 
charge cathode showed no signs of performance 
degradation. The wear characterization has provided 
a valuable clue to help identify the erosion  mech- 
anism. The  data  are all consistent with a source 
of high energy ions located just downstream of the 
keeper  orifice. The wear sites  on the keeper  sug- 
gest it is subject to ion bombardment on the down- 
stream face. It also clearly shadow-shields the cath- 
ode from this flux; the only cathode surfaces that 
were eroded were those exposed in the cathode keeper 
orifice. The surface texturing on the cathode flange 
suggests that it was exposed to simultaneous deposi- 
tion of molybdenum and  tantalum  and energetic ions, 
but the inner region  was  shadowed to some extent 
by the keeper itself. The deposition pattern on the 
upstream surface of the keeper  orifice plate can also 
be explained by bombardment from a source down- 
stream. The sputter-deposited films contain both 
molybdenum and  tungsten. The molybdenum from 
the region of net erosion on the keeper  orifice  wall 
was deposited on the cathode orifice plate  and  then 
subsequently re-sputtered onto the upstream side of 
the keeper  orifice plate, along with tungsten from the 
cathode orifice plate. 

The erosion on the cathode itself  was minimal. The 
primary potential failure modes associated with the 
cathode assembly appear to be structural failure of 
the keeper  orifice plate,  shorts between the cathode 
and keeper  orifice plate caused by spalling of the thick 
films on the upstream face of the keeper plate,  and 
insert degradation. The keeper acts as a shield  for the 
cathode  and does erode at a lower rate  than  the cath- 
ode would if exposed. This is probably because the 
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Figure 37: Variations in discharge loss at  the nominal  full  power point. 
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Figure 38: Variations in discharge loss at  the  throttle  test points. 
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Figure 39: ExB probe measurements of the double ion content at  the nominal operating point. 
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Figure 40: ExB probe measurements of the double ion content at the  throttled  operating points. 
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Figure 41: Asymmetries in the discharge chamber magnetic field strength. 

keeper operates at about 3-5 V closer to  the plasma 
potential, so ions strike  with slightly less  energy.  Nev- 
ertheless, it does erode and for very long service life 
a thicker orifice plate may be required. 

The thick films found on the upstream face of the 
keeper represent a previously unrecognized failure 
mode. They seem adherent,  but  the  sharp corner of 
the orifice  is a potential film failure point where flakes 
might start  to form. Shorting between the cathode 
and the keeper does not necessarily cause an engine 
failure. It may make cathode ignition more  difficult 
and  it will increase the wear rate of the keeper by ty- 
ing it  to cathode  potential. In subsequent designs the 
upstream end of the orifice should be chamfered and 
the interior surfaces grit-blasted to help retain the 
films. In  addition,  greater emphasis must be  placed 
on understanding  cathode erosion. 

The discharge cathode insert appeared to be op- 
erating properly, but did show evidence of surface 
changes that could eventually lead to a failure simi- 
lar to  that observed by Sarver-Verhey in the 28,000 
hour test of a plasma contactor  cathode [17]. In that 
cathode  tungsten deposits in the downstream end and 
formation of barium tungstates in the upstream por- 

tion  appear to have compromised the electron emis- 
sion capabilities of the insert. Similar structures in 
the early stages of formation were found in the cath- 
ode from the LDT. 

Neutralizer  Cathode Failure  Processes. The only 
real concern with the neutralizer cathode is erosion 
of the orifice,  which  is  very  localized. It is not clear 
if the erosion  observed in this  test is the result of a 
single episode or occurred gradually over time. Early 
changes in flight neutralizers due to a burn-in effect 
can’t be ruled out. The observed  orifice  wear is prob- 
ably what caused the loss of  flow rate margin, and 
if this process leads to operation in plume mode in 
flight the neutralizer could be rapidly destroyed. 

The neutralizer insert  appeared to be in much 
better condition than  the discharge cathode insert. 
There was  much  less  evidence of the material  trans- 
port processes  which can ruin the  emitter surface. 
This is probably a consequence of a lower operating 
temperature. 

Ion Optics Failure  Processes. The 1500 hour tran- 
sient observed in the impingement current is most 
likely due to direct impingement on some portions of 
the optics, such as the cusps, which disappears when 
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the component is eroded through. The  trends in per- 
veance and electron backstreaming limits can be ex- 
plained in terms of accelerator grid aperture enlarg- 
ment. This results in greater perveance margin be- 
cause the beamlets have more room to expand before 
starting to impinge directly on the hole  walls. The 
electron backstreaming characteristics become poorer 
with increased aperture  diameter because the hole 
centerline potential decreases. Analytical and numer- 
ical  models of electron backstreaming have  been  cou- 
pled with hole  wall erosion models to calculate the 
time dependence of the electron backstreaming limit 
and have  achieved excellent agreement with  these test 
data [19, 21. 

The screen grid transparency changes are also  in- 
directly related to  the erosion of the accelerator grid 
apertures.  Material removed  from the accelerator 
grid which  is deposited on the screen grid reduces 
the open area of the screen grid. The area change 
noted in Fig. (36) is quantitatively very similar to 
the reduction in screen grid transparency observed in 
the  test.  The chamfering of the upstream edges of 
the screen grid apertures may also  affect the  shape of 
the upstream sheath  and reduce the effective trans- 
parency. The deposits found on  the screen grid were 
thicker than any found in the discharge chamber, and 
they are forming on surfaces which  have not been tex- 
tured to help improve adhesion. They therefore pose 
the greatest risk of unclearable grid shorts.  Further 
testing  and analysis will be required to quantify and 
manage this risk. 

A major objective of this  test was to validate the 
assumption in some of the model used to assess the 
engine service life capability and provide inputs on 
the failure mode drivers. The assessment of failure 
risk associated with accelerator grid structural relies 
on an expression for the mass loss per unit  area in 
the pits and grooves pattern in the grid center Mig ,  
which  is  given by 

where mg is the mass of a grid atom, e is the charge of 
an electron, & is the grid open area fraction, Ab is the 
active beam area, t is the operating  time, Ja is the im- 
pingement current  and Y is the  sputter yield  for  ions 
at normal incidence with an energy corresponding to 
the sum of the grid voltage, the coupling voltage and 

the beam potential relative to  the ambient plasma 
potential. The parameter Xy is the ratio of the net 
sputter yield to Y and accounts for  ions  which do not 
fall through the entire  potential in front of the grid, 
non-normal incidence, the presence of impurities on 
the grid and redeposition of sputtered  material in the 
erosion pattern.  The  parameter /3 is the  ratio of the 
total impingement current that is  focused into the 
pits  and grooves pattern, (Y represents the fraction of 
the webbing area covered  by the erosion pattern  and 
f a  is the mass loss flatness parameter, defined as the 
ratio of the average mass loss per unit  area to  the 
peak mass loss per unit  area. This model essentially 
relates the  total mass loss, which can be related to 
macroscopically observable parameters, to  the mass 
lost in the pits  and grooves pattern in the center of 
the grid, where structural failure occurs first. A fail- 
ure criterion in the form of the mass loss per unit area 
at  structural failure, which depends  on the geometry 
of erosion, is  coupled to Eq. (1) to calculate the time 
to failure. 

A number of the assumptions behind Eq. (1) have 
been  verified  by the detailed grid erosion measure- 
ments from the LDT. In  addition, critical parameters 
such as CY are obtained from the groove widths mea- 
sured in this  test.  The mass  loss per unit area cal- 
culated from the erosion geometry characterization 
can be used to estimate the magnitude of some of the 
important life drivers. Equation (1) can be solved 
for the  ratio X y P I f a  as a function of constants  and 
parameters measured in the  test.  This ratio for the 
center hole  is plotted as a function of time in Fig. (42). 
This  demonstrates that this ratio  has remained con- 
stant at about 0.22 with an uncertainty of about 0.02 
throughout the  test.  The mass loss flatness parame- 
ter is expected to be similar to  the beam current flat- 
ness parameter of about 0.46 in space,  but in ground 
tests is generally broadened. Previous measurements 
on other grids have  yielded  values of 0.61-0.89. The 
parameter /3 represents the fraction of impingement 
current which is focussed into the pits  and grooves. 
Assuming this is roughly equal to  the mass loss ratio 
between the holes and  the pits  and grooves measured 
in this  test, p is about equal to 0.5. This gives a 
ratio @/fa that is of order unity, implying that  the 
net sputter yield  is only about 22 percent of the pub- 
lished  values  for normal incidence at an energy of 
about 200 eV. This reduction could be due to rede- 
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Figure 42: Variation of X y p /  f a  during the  test. 

position of sputtered  material in the  pattern, a lower 
average ion energy than assumed or the effect of the 
deposition of carbon  sputtered from the beam tar- 
get onto the grid. The redeposition effect  would be 
expected to increase in time as the erosion pattern 
grew deeper, but  the  data  do not show this.  There 
is net  carbon deposition on the grid periphery and 
on the mesas surrounding the holes, but  there is  no 
visible evidence of carbon deposits in the pits  and 
grooves pattern. Modeling of the surface kinetics of 
carbon deposited on molybdenum substrates  and  its 
effect  on the molybdenum sputter yields suggests this 
is not an issue  for the conditions of this  test. At this 
time,  it seems most likely that  the average ion  en- 
ergy is  lower than 200 eV due to significant charge 
exchange production in regions where the local  po- 
tential is negative with respect to  the beam plasma. 
Further modeling and  testing is required to confirm 
this conclusion. 

The loss of electron backstreaming margin is not 
in itself a failure mode, if additional accelerator grid 
voltage can be applied to compensate. However, this 
increases the energy of the ions striking the accelera- 
tor grid and accelerates the erosion processes. These 
two  wear  processes are therefore coupled, and the 
combination has been treated in [2] using data from 
this  test. 

The Effect of Wear on Performance 

Shortly before the completion of the 8200 hour LDT, 
an analytical model of discharge chamber perfor- 
mance was  used to identify engine wear or aging pro- 
cesses that could qualitatively explain the observed 
performance degradation [14, 201. These processes 
included increased accelerator grid transparency to 
neutrals, decreased magnetic field strength due to 
magnet deterioration, variations in discharge voltage, 
increased discharge chamber wall temperature, in- 
creased electron temperature, increased cathode volt- 
age, and reduced screen grid transparency to ions. 
New information from the post-test analysis and sub- 
sequent testing allows this list to be reevaluated. 
Post-test examination of the magnetic field strength 
suggests no  significant changes, the measured dis- 
charge voltage did not vary substantially,  and  there 
was  no  evidence of cathode  degradation which  would 
have increased the losses associated with electron 
emission. Measurements from an on-going  long dura- 
tion test of the DS1  flight spare engine show that  the 
anode temperature is not changing significantly,  even 
though the discharge losses  have increased. The time 
history of the electron temperature is not known, but 
it is  clear  from performance data during the  test and 
post-test analysis that  the accelerator grid open area 
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fraction increased and the screen grid transparency 
decreased. It now appears that  the dominant wear 
processes that cause engine performance degradation 
are in the optics. Erosion of the accelerator grid aper- 
ture walls increases the  neutral loss rate,  and depo- 
sition of some fraction of this  material on the screen 
grid reduces its transparency to ions. Overall, this 
was an extraordinarily successful test, not only in 
terms of the wealth of data it  returned that allowed 
the idenfication of  new failure modes and the close 
coupling between wear and performance decay, but 
because the observed performance loss  was so small 
and  the wear characteristics relatively benign. This 
provides great confidence that these engines are ca- 
pable of efficient operation for extremely long periods 
of time. 
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